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Assembled fitting (opal Art Deco shades shown)
Bronze-plated solid brass, coated finish long single-drop pendant bar with

three 2-1/4″-fitter shades and two adjustable support chains; shade and drop
length per your order. Bulbs not supplied.

Dimensional drawing & pendant drop convention
Bar width: 1253 mm (49.3 in) excluding shades · support chains anchor ~490
mm (19.3 in) above the bar. Pendant Drop (PD) — canopy to top of shade;

Shade Height (SH): refer to the CL030-PDSH dimensions sheet. Total
suspension drop = PD + SH. Standard height above a table is ~32 in / 800

mm.

Bronze Single Drop Long Billiard Table Light
SKU 207139 • 3 × E26 120 V • Indoor Ceiling Pendant • Grounded (NEC / CEC) • 1253 mm wide (excl. shades) ·
drop per order

About this sheet. This document is the customer overview on the front section and a licensed-electrician
installation specification on the following pages. Please pass the entire sheet to your electrician before installation.
This sheet covers the bronze single drop long billiard table light in the 120 V build (3 × E26, US/CA).
The fitting. Bronze-plated solid brass, coated finish. A solid brass ceiling pendant designed to light a medium billiard,
pool, snooker or dining table from one central wiring point. A 5/8″ threaded brass suspension drop bar (length
specified at order) carries a 1253 mm horizontal bar with 3 × E26 sockets and 2-1/4″ shade fitters. Two adjustable
support chains run from the drop bar to the bar ends, giving the longer span its strength and allowing perfect
levelling even with heavier glass shades. The rigid rod suspension reduces swaying near air conditioning or
doorways. The hardware finish is coated so it will not tarnish. Indoor IP20 only.
Shades per your order. A range of hand-made metal and glass shades fits the 2-1/4″ fitters — the 200 mm
opal-sphere and Art Deco shades come supplied with 4-1/4″ fitters. Or choose 'no shade' (2-1/4″ fitter fit for your own
shades) or bare-bulb 'no fitter'. Hand-made shades can vary slightly; Edison Light Globes will replace any outliers.
Total suspension drop = pendant drop + shade height; standard height above a table is around 32 inches / 800
mm.
60 W max per bulb × 3 = 180 W total. Globes not supplied; use 3 × E26 Edison-screw bulbs up to 60 W each.
LED equivalents strongly preferred.

Components List Delivered

Inspect all parts on receipt against the list below. If anything is missing or damaged, contact Edison Light Globes within 7
days of delivery before installing.
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1 ×
Pendant bar assembly: horizontal solid brass bar (1253 mm wide excl. shades) with 3 × E26 sockets and
2-1/4″ shade fitters attached. Bronze-plated solid brass, coated finish.

2 ×
Adjustable support chains with adjusters — run from the drop bar (anchor point ~490 mm above the
bar) to the bar ends; adjust for a perfectly level bar, including with heavier glass shades.

1 ×
5/8″ threaded brass suspension drop bar, cut to your ordered drop length, with standard-length tube and
decorative joiners.

1 ×
Ceiling canopy — cast Ø 114 mm, or pressed brass, per your order — sized for a UL 4.5″ ceiling
enclosure, with back plate.

4 × Matching screws (ceiling plate)

—
Shades per your order — hand-made metal or glass, 2-1/4″ fitter fit (4-1/4″ fitters supplied with the large
opal-sphere shades); or no shade / bare bulb.

1 ×
Internal wiring loom run through the drop bar — all three sockets in parallel back to the ceiling point, with
integral grounding conductor (green).

— Bulbs not supplied. Use 3 × E26 Edison-screw bulbs, 60 W max per bulb (180 W total).

1 × Installation sheet (this document)
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Specifications

Product Bronze Single Drop Long Billiard Table Light (120 V)

SKU 207139

Category
Billiard Table Lights - long single-drop ceiling pendant, three shades on one
chain-braced bar

Construction
Bronze-plated solid brass, coated finish. Solid brass throughout: ceiling plate
(cast or pressed brass) + 5/8″ threaded suspension drop bar with decorative
joiners + 1253 mm three-socket bar braced by two support chains.

Suspension
5/8″ threaded brass drop bar, length per order. Total suspension drop = pendant
drop + shade height (PD / SH per the CL030-PDSH dimensions sheet). Rigid rod
resists sway.

Support chains
2 × adjustable chains from the drop bar (anchored ~490 mm above the bar) to the
bar ends — brace the 1253 mm span and level the bar, even with heavier glass
shades.

Socket 3 × standard ES E26 sockets with 2-1/4″ shade fitters — UL-listed.

Shade options
Hand-made metal and glass shades (2-1/4″ fitter fit), 'no shade', or bare-bulb 'no
fitter'. the 200 mm opal-sphere and Art Deco shades come supplied with 4-1/4″
fitters.

Bulbs Not supplied. Use 3 × E26 Edison-screw bulbs, 60 W max per bulb.

Voltage / frequency 120 V AC, 60 Hz — United States, Canada and other 120 V markets

Maximum lamp wattage 60 W per bulb × 3 = 180 W total. LED equivalents strongly preferred.

Ingress protection IP20 — indoor use only, dry locations

Grounding
Class I appliance with integral grounding conductor (green). Bond the EGC to
the metal enclosure and integral conductor per NEC 250.118 / 250.148.

Ceiling mount
Cast Ø 114 mm or pressed brass ceiling canopy (per order) — covers a UL
4.5″ ceiling enclosure with 3.5″ mounting-hole centres, via the back plate (see
exploded view).

Bar width 1253 mm / 49.3 in (excluding shades, per dim drawing)

Chain anchor height ~490 mm above the bar (per dim drawing)

Overall drop Per order — standard height above a table is ~32 in / 800 mm.

Shipping weight ~3 kg (approx., varies with drop length and shades)

UL listing
Lamp sockets and supplied wiring components are UL listed. The complete fitting
is not UL listed as an assembly; only UL-listed components are used.

Installation regulations
Install per the National Electrical Code (NEC, NFPA 70) in the United States or
the Canadian Electrical Code (CEC, CSA C22.1) in Canada.

Warranty 1 year from date of purchase

Manufacturer Edison Light Globes Pty Ltd

Safety & Compliance
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WARNING - ELECTRICAL HAZARD. Hardwired 120 V fitting. Install per NEC (NFPA 70) or CEC (CSA C22.1).
Local jurisdictional amendments take precedence.
INDOOR USE ONLY. The fitting is IP20 indoor-rated. Do not install in bathrooms (Zones 0/1/2), wet areas or
outdoors.
60 W max PER BULB × 3 = 180 W TOTAL. Higher wattages overheat the sockets and shades. LED equivalents
strongly preferred.
OVERHEAD MOUNT - SECURE FIXING. The 1253 mm pendant hangs over a table from the ceiling plate alone. Fix
into ceiling structure (joist / noggin) or engineered anchors rated for the fitting weight — never plasterboard alone.
SUPPORT CHAINS CARRY THE SPAN. Both chains must be connected and tensioned before the fitting is left
hanging — the long bar relies on them for stiffness. Do not remove or slacken the chains in service.
HEAD CLEARANCE. Confirm the ordered drop leaves adequate clearance (standard ~800 mm above the table).
The bar and chains are not handles — do not hang objects from the fitting.
GLASS SHADES (if fitted). Inspect for chips or cracks before fitting and after any impact; shades run hot with
incandescent bulbs.
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Installation - Licensed Electrician

1. Isolate and mount the ceiling canopy

1 Switch off the relevant lighting circuit at the panel and apply lockout / tagout per OSHA 1910.147 where required.

2 Test the supply at the ceiling rough-in using a known-good voltage tester. Do not proceed until confirmed dead.

3 Confirm a UL 4.5″ ceiling enclosure (with 3.5″ mounting-hole centres) is present, securely fastened to structure, and
rated to support a fixture — the pendant hangs from it.

4 Fasten the back plate to the enclosure mounting holes with the J-box mounting screws (see the exploded view on
the reference page).

5 Pass the supply conductors through, and prepare the ceiling canopy (cast or pressed brass, per order) for fixing to
the back plate.

2. Assemble the drop and wire - 120 V mains supply

1 Thread the 5/8″ suspension drop bar and decorative joiners together, and thread the 1253 mm pendant bar assembly
onto the drop bar. Tighten each threaded joint firmly.

2 Connect both support chains between the drop-bar anchor (~490 mm above the bar) and the bar ends.

3 Connect the Hot (Line) conductor (black) to the black lead — one supply pair feeds all three sockets in parallel.

4 Connect the Neutral conductor (white) to the white lead.

5 Connect the Equipment Grounding Conductor (green / bare copper) to the integral grounding conductor (green).
Bond per NEC 250.118 / 250.148.

6 Use UL-listed wirenuts or push-in connectors; splices stay inside the enclosure. Secure the ceiling canopy to the back
plate.

3. Level the bar, fit shades and bulbs, energise

1 Level the bar with the chain adjusters: take up each chain evenly until the bar sits perfectly horizontal — re-check
after the shades are fitted, as heavier glass shades can settle the bar.

2 Seat each shade in its 2-1/4″ fitter and tighten the fitter screws finger-tight, evenly, onto the shade neck — do not
over-tighten onto glass. (Large opal-sphere shades use the supplied 4-1/4″ fitters.)

3 Screw 3 × E26 bulbs into the sockets hand-tight only; max 60 W per bulb.

4 Restore power at the panel. Operate the switch and confirm all three lamps illuminate. Carry out a continuity-of-EGC
check per NEC 250.

5 Demonstrate operation to the customer, including the chain levelling adjusters.
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Ceiling Canopy Options & J-Box Mounting — Exploded View

120 V US / Canada ceiling mount. Two canopy options are supplied per your order — the cast ceiling canopy (Ø 114
mm) or the pressed brass ceiling canopy. Either covers a UL 4.5″ ceiling enclosure with 3.5″ mounting-hole centres:
the back plate fastens to the J-box with the J-box mounting screws, the canopy bolts to the back plate with the canopy
screws, and the 5/8″ suspension drop bar threads into the canopy boss. The integral grounding conductor (green)
must bond the metal body to the supply Equipment Grounding Conductor inside the J-box per NEC 250.118 /
250.148.
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Care & Maintenance

• Bronze hardware: The finish is coated so it will not tarnish. Clean with a non-abrasive furniture polish and a soft
cloth — abrasives cut through the protective coating.

• Support chains: Check the bar is level annually; take up the chain adjusters evenly if it has settled. Do not remove
or slacken the chains in service.

• Shades: Hand-made — minor variation is normal. Glass shades: isolate, cool, remove (loosen fitter screws) and
wash in warm soapy water; dry fully before refitting. Metal shades: soft dry cloth.

• Bulb replacement: Isolate at the switch, allow to cool (~10 minutes). Steady the shade and unscrew the bulb from
the socket. Replace all three bulbs together to keep colour temperature consistent (60 W max per bulb).

• Threaded joints: If the bar develops any twist over time, isolate and re-tighten the decorative joiners and drop bar
joints by hand.

• Warranty: 1 year on manufactured components against defects.

• Spare parts: Replacement shades, sockets, fitters, chains, drop bars and ceiling plates available at
edisonlightglobes.com.au.

Installer Sign-off

Electrician name Licence no.

Date of install Test & tag Pass / Fail (circle one)

Signature
Customer
signature
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